
Physical Lab Setup
This sectiond escribes the hardware for a full physical lab setup. To setup the main PC please follow the instructions in .virtual lab setup

Overview
Indoor Positioning System Setup
Video Recording Setup
Map Setup
NUC Setup

Setup Using a NUC Image
Setup Without a NUC Image

RT Patch
NTP
RTI DDS Setup
eProsima Setup
Matlab Setup (optional)

Vehicle Setup
PCB Assembly
Vehicle Assembly
Raspberry Pi Setup
ATmega Flashing
Current Servo Setup

Cloning Disks with Clonezilla

https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Virtual+Lab+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Overview
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Indoor+Positioning+System+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Video+Recording+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Map+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/NUC+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Setup+Using+a+NUC+Image
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Setup+Without+a+NUC+Image
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/RT+Patch
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/NTP
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/RTI+DDS+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/eProsima+Setup
https://cpm.embedded.rwth-aachen.de/doc/pages/viewpage.action?pageId=1212451
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Vehicle+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/PCB+Assembly
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Vehicle+Assembly
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Raspberry+Pi+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/ATmega+Flashing
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Current+Servo+Setup
https://cpm.embedded.rwth-aachen.de/doc/display/CLD/Cloning+Disks+with+Clonezilla
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